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MINI® Blade Fuse
The MINI® Fuse is quickly becoming the new standard for vehicle 
circuit protection. Its miniature design meets the need for more 
circuits to be protected while utilizing less space, and its ability to 
cope with high temperatures in adverse environments makes the 
MINI® Fuse the recommended choice for protection.

Voltage Rating Characteristics: 32V AC/DC Fast-Acting
Approvals: UL listed, SAE J2077.

MINI® Smart Glow Blade Fuse
Smart Glow fuses are innovative automotive style fuses that 
feature an indicator light that glows when the fuse is blown, 
saving time to troubleshoot an open circuit.

Interrupting Rating: 1000A @ 14 VDC
Voltage Rating: 12 VDC
Operating Temperature Range: -40˚C to +125˚C
Terminals: Silver plated Zinc alloy

MINI® FUSE TABLE

MINI® Blade Fuse
The MINI® Fuse is quickly becoming the new standard for vehicle 

circuit protection. Its miniature design meets the need for more circuits 
to be protected while utilizing less space, and its ability to cope with 

high temperatures in adverse environments makes the MINI® Fuse the 
recommended choice for protection.
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Gray 2A 0MIN002.V MIN2 0MIN002.VP MIN2BP 0MIN002.VPA 0MIN002.ZXPRO 0MIN002.ZXPROA --- --- ---

Violet 3A 0MIN003.V MIN3 0MIN003.VP MIN3BP 0MIN003.VPA 0MIN003.ZXPRO 0MIN003.ZXPROA OMIN003.VPGLO 11-0003 OMIN003.VPGLOA

Pink 4A 0MIN004.V MIN4 0MIN004.VP MIN4BP 0MIN004.VPA 0MIN004.ZXPRO 0MIN004.ZXPROA --- --- ---

Tan 5A 0MIN005.V MIN5 0MIN005.VP MIN5BP 0MIN005.VPA 0MIN005.ZXPRO 0MIN005.ZXPROA OMIN005.VPGLO 11-1000 OMIN005.VPGLOA

Brown 7.5A 0MIN07.5V MIN7.5 0MIN07.5VP MIN7.5BP 0MIN07.5VPA 0MIN07.5ZXPRO 0MIN07.5ZXPROA OMIN07.5VPGLO 11-0007 OMIN07.5VPGLOA

Red 10A 0MIN010.V MIN10 0MIN010.VP MIN10BP 0MIN010.VPA 0MIN010.ZXPRO 0MIN010.ZXPROA OMIN010.VPGLO 11-1001 OMIN010.VPGLOA

Blue 15A 0MIN015.V MIN15 0MIN015.VP MIN15BP 0MIN015.VPA 0MIN015.ZXPRO 0MIN015.ZXPROA OMIN015.VPGLO 11-1002 OMIN015.VPGLOA

Yellow 20A 0MIN020.V MIN20 0MIN020.VP MIN20BP 0MIN020.VPA 0MIN020.ZXPRO 0MIN020.ZXPROA OMIN020.VPGLO 11-1003 OMIN020.VPGLOA

Clear 25A 0MIN025.V MIN25 0MIN025.VP MIN25BP 0MIN025.VPA 0MIN025.ZXPRO 0MIN025.ZXPROA OMIN025.VPGLO 11-1004 OMIN025.VPGLOA

Green 30A 0MIN030.V MIN30 0MIN030.VP MIN30BP 0MIN030.VPA 0MIN030.ZXPRO 0MIN030.ZXPROA OMIN030.VPGLO 11-1005 OMIN030.VPGLOA

Black

Diode

1A --- --- --- --- 2400113XPA --- --- --- --- ---
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PRO•TEK Professional Pak (Plus Pack)
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TEMPERATURE RERATING CURVE

DIMENSIONS MINI®

TIME-CURRENT CHARACTERISTICS

% of Rating Opening Time Min / Max (s)

110 360,000 s / –

135 0.75 s / 600 s  

200 0.15 s / 5 s  

350 0.080 s / 0.250 s  

600 0.030 s / 0.100 s  

TIME-CURRENT  
CHARACTERISTIC CURVES

DIMENSIONS SMART GLOW MINI®

2

MINI® Diode Fuse
Operating Temperature Range: -40˚C to +85˚C
Power Rating: 1/4 W Max
Housing Material: Thermoplastic
Terminal Material: C.R.S. (Ni/Zn Plated)
Terminal Retention: 25 N


