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Series Model

Series Model

Series Model

64 G1/4 Y64B-2GA-T1N
64 G3/8 Y64B-3GA-T1N
64 G1/2 Y64B-4GA-TC1N
64 G3/4 Y64B-6GA-T1N
68 G3/4 Y68B-6GN-C1N
68 G1 Y68B-8GN-C1N
68 G1Ê Y68B-AGN-C1N
68 G1Ë Y68B-BGN-C1N

Yoke connector kit

AAlllloowwss  qquuiicckk  aanndd  eeaassyy  ccoonnnneeccttiioonn  ooff  oonnee
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Olympian Plus plug-in system
Accessories 

Shut-off yokes 

A standard yoke assembly
incorporating an upstream 3/2 lockable
shut-off valve. 

Yokes 

When installed, enables
Olympian basic units to be
‘plugged in’ or removed
without disturbing
connecting pipework. 

64 G1/4 Y64A-2GA-N1N
64 G3/8 Y64A-3GA-N1N
64 G1/2 Y64A-4GA-N1N
64 G3/4 Y64A-6GA-N1N
68 G3/4 Y68A-6GN-NIN
68 G1 Y68A-8GN-NIN
68 G1Ê Y68A-AGN-NIN
68 G1Ë Y68A-BGN-NIN

Yokes may be installed in a pipe system in advance of the selection or fitment of the basic units.

Blanking plug

Fitted in place of any Olympian basic unit,
a blanking plug allows air to pass through
the yoke.

64 18-999-434
68 18-999-225

Supplied with plugged pressure gauge ports.

Adaptor plate

When fitted to a yoke end allows an
Olympian Plus assembly to be connected
to a flat surface e.g. externally on a
control cabinet where an FRL conditions
the inlet air.

64 74616-50

Y64A-2GA-N2N Y64A-2GA-N3N
Y64A-3GA-N2N Y64A-3GA-N3N
Y64A-4GA-N2N Y64A-4GA-N3N
Y64A-6GA-N2N Y64A-6GA-N3N
Y68A-6GN-N2N Y68A-6GN-N3N
Y68A-8GN-N2N Y68A-8GN-N3N
Y68A-AGN-N2N Y68A-AGN-N3N
Y68A-BGN-N2N Y68A-BGN-N3N

Y64B-2GA-T2N Y64B-2GA-T3N
Y64B-3GA-T2N Y64B-3GA-T3N
Y64B-4GA-T2N Y64B-4GA-T3N
Y64B-6GA-T2N Y64B-6GA-T3N
Y68B-6GN-C2N Y68-6GN-C3N
Y68B-8GN-C2N Y68-8GN-C3N
Y68B-AGN-C2N Y68-AGN-C3N
Y68B-BGN-C2N Y68-BGN-C3N

Series Port size Single unit Double unit Treble unit

Series Port size Single unit Double unit Treble unit


