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Copying of this document, and giving it to others and the use or communicationl of the contents there of, are forbidden without express authority of ebm-—papst Mulfingen GmbH & Co. KG.

Offenders are liable to the payment of damages. All rights are reserved in the event of the grant of a patent or the registration of a utility model or design.
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ebm-papst Mulfingen GmbH & Co. KG No. 11445
Unit: axial fan with guard grill Type: S4E300-AS72-53
Motor:  single phase motor with:capacitor Customer: KUBA
Motor Type: M4E068-CF..—..
s s g
voltage DHMMV\ rmr . mm. m m. ) M .m
v Hz | wilaw A | m¥n] Pa | min”! dBA | yF | VDB
50 | 62 0,28]1800| 0 |1380 53| 2 | 400
SHE300-AS72753 | 230 Peo 80| [0.36]2070] 0 |1590 56| 2 | 400
im Kundengerdit 230 50 | 70 0,32]1280]"0 |1350 52| 2 | 400
60 | 90 0,40 (1460} 01500 56 | 2 | 400
Winding layout No.: 7289 Resistance: 160/185 QQ
Insulation class: B Operating type: S1
Permissible ambient temperature: —30°C 6 60,/60°C At= S0 ot S0z 0 - B0R
Motor protection:thermocontact
Data plate: stamped _ Type: S4E300—AS72—-53
230V 50/60Hz  70/90 W 0,32/0,40A-1350/1500min”" 2 F 400VDB

High-voltage test according to EN 60335-1:with = 1800V

Electrical connection: X speed control with: transformers

[ ] speed control with phase control

X speed control with frequency inverters with sinusoidal filters that work on all poles

lead wire AWG20—: 300V, iwith -capdcitor in therminal box connected.

Material /surface treatment: stator moisture protected, rotor varnished black with

M16x1,5

$4.5

condensation drainholes. Guard grill-plasticcoated;  black RAL 9005.

Impeller PP—GF40 black

Bearings: ball bearings Direction of rotation: anticlockwise Looking at rotor side:

Airflow direction: "V

Balancing grade: fan balanced dynamically in two planes | Protection class:  IP44  f Sesarnee v
Mounting position:  optional Approx. weight per unit: 2 kg
Wiring diagrams:
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Charts: Air flow 50 Hz

Druck Pra Po] 0 Rhos1 24g/m3

AC axial fan

sickled blades (S series)
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Measured values
U f n P, I 1 Pra
V] [HZ] [min1] W] (Al [m3h]  [Pa]
1 230 50 1380 68 030 1800 0
2 230 50 1395 70 032 1535 20
3 230 50 1380 74 033 1340 40
4 230 50 1355 79 035 1100 60

[IN H20]

Pfa_E
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