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SBO908AN-11-1 115 100~12050/60 B65/80 2650/280090/100 2.5/2.8 1.6/1.8 40.64/45.7269 21
SB90BAN-11-2 115 100~12050/60 55/70 2400/230080/75 2.3/2.1 1.5/1.4 38.1/35.56 56 4/3
SB908AN-11-3 115 1[][]~12[]5[],I’l5[] 453’5[] 14[][]}’1?[][]5[]}’61 1.4,1’1.? 0.35,1’[].4? 9.14}’11.94 48 6,"'5
SBO08AN-11-3 (33) 115 100~12050/60 45/60 1000/900 33/28 0.9/0.8 0.34/0.28 8.64/7.11 40
559[]8#.[‘4—11—1,.!’2 115 lﬂﬂ~12[]5[]fl5ll] 55,!’8(] 255(]f28[][]9[]flﬂﬂ 2.53’2.8 1.5,!’1.8 40.54!45.?259 2,!"1
dual speed 55/70 2450/240080/75 2.3/2.1 1.5/1.4  38.1/35.56 56  4/3
SBEI[]SAN—II—Z,.I’B 115 1[][].-\.-12[]5[];5[] 55,!’?[] 24[][],!’22[][]8[],!’?5 2.3,.!’2.1 1.5,!’1.4 38.1,!’35.55 56 4,!"3
dual speed 45/60 1950/150061/46 1.7/1.3 0.42/0.35 10.67/8.89 48 6/5
SBO08AN-22-1 230 200~24050/60 65/80 2650/280090/100 2.5/2.8 1.6/1.8 40.64/45.7269 21
SBO0BAN-22-2 230 200~24050/60 55/70 2400/230080/75 2.3/2.1 1.5/1.4 38.1/35.56 56 4/3
SBO0OBAN-22-3 230 200~24050/00 45/60 1400/160050/57 1.4/1.6 0.36/0.46 9.14/11.68 48 6/5
SB90BAN-22-3 {33} 230 2[][]-\»24[]5[],"5[] 453’5[] 1[][][],1"9[][] 33}’28 [].9,1’[].8 E].34f[].28 8.54}’?.11 40
SBO03AN-22-1/2 230 200~24050/60 65%/80 2650/230090/100 2.5/2.8 1.6/1.8 40.64/45.7269 2/1
dual speed 55/70 2450/240080/75 2.3/2.1 1.5/1.4  38.1/35.56 56  4/3
SBQUSAN—EE—ZIB 230 2[][]-\—24[]5[],?'5[] 55,!’?[] 24[][],!’21[][]8[]}'?5 2.3,.!’2.1 1.5,!’1.4 38.13’35.55 56 4,!"3
dual speed 45/60 1950/140061/46 1.7/1.3 0.42/0.35 10.67/8.89 48 6/5

«  FF ="WB" for wire lead type Ball bearing, or "TB" for terminal type Ball bearing

« 100, 200, 240V spFFERERK 12, 24, 28, 38, 42, 48, 380, 440, 4830V... 50/60Hz, {ZRIEEEEERTH#L
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- — b Performance P-() Curve
= eyl Capaciter induction, inner roter, 1-phase Perf P-Q Curves
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Mechanical
FHE - Aluminum die cast, natural color, steel plate housing cover g = :g:z
—_ z

M - Glass fiber reinforced plastic, rated UL94V-0 w
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i Two ball bearings S
BESEAE CW seen on rotor % I
=L Wire lead Bl
=8 1650 g (3.6 Lbs) 2
Electronical 1‘5
gE3EEE . Over 1 min. at 1,500 VAC, 0.5mA, 50/60 Hz £ O
smismfE:  Over 100 MQ at DC 500V F’['} g0 20 40 60 80 _100cim
ASEE Optienal:R/D alarm output, tachometer cutput A ) EII‘ 02 04 !J.E U.? 10 m3/min
Environment AIR FLOW
FEHEE: Ambient non-condensing -20~+75C ~ , - N - N s
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FigTmsRa=ss : L10 80K hours at +45C, 40K hours at +60C Nomendlature rF.ﬁ AE-E“ v% l;;m
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