-EC.- SE172AP (MS) SINWAN

N
171x153x5S1mm / 6.7x2inch
371 CFM
Smwan EC Motor
7
TE phsE S ANE SO SIHE SANE EARE .
B ‘ Curves
SE172AP-11-1%% 110 80~135 64 - S000 371.8 10.5 1.5 38.1 o9 H
SE172AP-22-1%% 220 180~265 55 - S000 371.8 10.5 1.5 38.1 o9 H

FF = "WR" for wire lead type Ball bearing, or "TB" for terminal type Ball bearing
» EEREENEHSHEEFAIRIEAWE | oS, JHEE +-10%

i . » Performance P-Q Curves
= yreecyl 8 AC-DC Energy Saving EC Motor

iR Electronically protected ! mm ::;v(:ﬁ:' SINWAN SE172AP
IP A3A - Ratings on request 15
Mechanical L35
SME : Aluminum die-cast, black color cosmetics g s
M 5 blades, Thermoplastic PET UL24V-0 Ii2s
A Two ball bearings HgJ 09
BEEAF : CW seen on rotor @120
=L Wire leads or terminal flat pins connecting g o
=8 6550 %
Elgntronlcal . E 5 0.3
BEEE 1500VAC/min =
EEEH Optional:PWM, S/C NTC thermister on request s 0 0
sy . Optional:R/D alarm output, tachometer output P Q 0 70 140 210 280 350 420cfm
Environment A P I:I.'! 1|5 3 4 5 E i 5 ‘BI 11‘.] 5 12 ma/min
FEREE: -10C~+70C \, AIR FLCIW J
FEEE: -40C~+80C o @ @ @
FtgfiEEmss : L10 50K hours at 40C s o o .
Nomenclature Alarm Tach Function Function
™
17105
16220.3 51.520.5 Metal Fan Guard
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Plastic Fan Guard
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Plastic Fan Filter
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Metal Fan Screen
MFL725-30M
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