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Product specification

om A % P

PRODUCT ~ SPECIFICATION

b Fx (NAME) TR ANL AC axial fan

it “5 (MODEL) : A9032E-38H-B23

% FUACHY (CUSTOMER CODE) S000

FR A = (VERSTON NUMBER) : A/0

Y # (MAKE) :

Gl ¥ (CHECKED) :

#t #E (APPROVED) :

& Uik (CUSTOMER APPROVE):

H 7 (DATE) : 2016.1.15

Beijing sanding Zhongtian Technology Co., Ltd.
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Hehfid skDescribing of Alternations

Hehs iR R/ Hehle N2/
JiRA5 /Version Alternations Alternations W4/ Name H#J /Date
reason reason content
A/0 / / 2016-01-15
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1.0 #®/ Introduction
ARSI E TR T e bR e AT IS . BIR TSR,

This specification describes the standard . operation environment. and technic requirements of the product,
2.0  FEEARHEREHIEE K /Requirement of production standard and safety regulations

2. 1 AP RS IFRUE / The product satisfy requirements
2. 1.1 GB12350 (/NI Bl 22 4K
GB12350 {Safety requirments of small power motors)
2. 1.2 JB/T10562 (- FJH Bt MM LE FH B S 25K )
JB/T10562  General technical requirement for general axial fan
2.2.3 EN60335-1 (GXHIFIZEAUT 38 i 2 1) 22 4 EK )
EN60335-1 {Household and similar electrical appliances—safety)
2.2 AmmpLiEE CCC. CENiE
The motor has CCC. CE Safety regulations certificate,
2.3 A7 ETAEAFE RoHS 1 REACH 2K
All material accord with RoHS and REACH.
3.0 f#FH¥fIE/ Operating environment requirements
3.1 TAEREMERE/ Operating temperature and humidity
TAEREEH: -25°C~+85°C., ARSI : 0%~90% RH,
Operating temperatures from -25C to +85°C, Operating humidity from 0% to 90% RH.
3.2 WHFEEMEE/Storaging temperature and humidity
WAAR TS . -40°C~+60C , WAAREEEH: 0%~90% RH.
Storaging temperatures from —40°C to +60°C: Storaging humidity from 0% to 90% RH.
4.0 HLWEEK/ Mechanical requirements
4.1 %MEE/Dimension drawing
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4.2

4.3

4.4

4.5

4.6

4.7

4.8

M4 /Impeller

Cold-rolled steel impeller metal external rotor motors welding,white cast aluminum casing.

L/ Motor

Impeller and extemal rotor motor constitute a whole,as the impeller wheel of the drive
motor is air cooled effciently.

45/ Balancing

MHLAE2600 £ 50%r/minda e, ARz ks BEAMET G6. 3, fFerbaiE JB/T9101 o

At 2600£50%r/min running speed, the residual unbalance of the fan is not less than G6.3(balancing
precision grade) in each plane, according with JB/T9101.

¥&5h/Vibration of the fan

MRS AT R4 A 12 1 T B/ T868I bR HE ML AE -

Vibration speed virtual value of fans accord with JB/T8689.

Bkzh/ Runout of impeller

WAEeHhm . f2mEks) <1. 2mm.

Runout of impeller in axial and radial direction<t1.2mm,

BiY"%% 4% /Type of protection

WHBLIIBITA 5520 TP20 .

Type of protection is IP20.

FHfn/Life time

RHLAF Al SAE 40000/ NN, CFERIUE FL S FABEIRLE 40°C o KWLl 2L B )

Fan life expectance 40000 hours, determined when at nominal supply voltage, running at full speed,

environment temperature of 40 C,

5.0 RWMLH:ARE (F/#/f&#Y) /Fan performance
5.1 ¥FRS%/Rating data

i B LA LDV AR LU NS e Flte S 374
HUE Wk
Frequency Starting Current draw Powerinput Speed Air flow Noise level Insulalation
Voltagel[V] )
[ Hz ] capacitor[ nF/v] [+10%A] [+10%W] [~10%rpm] [ -10%m"/h] [dB(A)] class
3-380 50 / 0.19 65 2600 900 60 F

5.2 ¥k (/9 /{%)/Performance curve (H/M/L) (#i€ LYEHE 380V At /Rating voltage 380V)

[Pa]
[inHO]
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6.0 HS1EEE/Electrical performance
6.1 4k ~EE/View lead connection

REE

6.2 MJEJuH/Voltage range
HAMLBEVT I IS 4T H R A 380V, mIAE AT () L s i il /&350~ 400V,
The fan is designed to operate at a nominal voltage of 380V but can be operated in the supply voltage
range of 350 to 400V.
6.3 &) /Protection
LA AR IhRE, IR : 150—160°C, B A7 : 90—120°C
This motor with heat protection, cut off temperature: 150—160°C, replacement temperature 90—120°C
7.0 JEEZR/Quality requests
Jbe BRTF A A AidE / Quality requests accord with SAN-DING standard
8.0 F=E#5iH/Product marks
8.1 SAN-DINGH #73/ Logo SAN-DING
O%/ Yes, MEUH/ No
8.2 4% FRiR/Nameplate drawing:

A9032E-38H-B23 AC Axial fan
3PH-380VAC 50Hz 0.19A 65W @
2600 RPM

insulation Class: F

3 B04-1421-500/20141202
san lIIII!I SANDING TECHNOLOGY.INC
— — MADE IN CHINA

9.0 BRI/ Packaging and marks
9.1 fu3/Packaging
UG A5 T e 1 RS FNG & 1) s A i AR M LR IS i B A SR .

The packaging has to be well dimension and structure, so that the fans for on normal transport could

not be damaged.
9.2 ¥ril/Marks
TG R AR i, R, NGPEE
Markings: Name of manufacturer, type of fan, date of manufacture, weight, Size etc.
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10.0  PfE/Other requirements on accessory
10.0.1 5K F/ Inlet cones
O /Yes, m / No,
10. 0. 2 H%¥/Capacitor
W7/ Yes; OAH/Nos
10.0.3 /Net cover
(O /YES. M¥A/NO)
10. 0. 4 #EE:AFEK /Annectent parts
BEREES/ Tinker (B /Yes OWH/No ), -5k /model :
Ui 1~ /terminal ((OF /Yes. WA //No), -5k /model
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